KLESTINY ER

B Klestiny typu ER dle ISO 15488

(DIN 6499)

80

Kod vyrobku

800006523
800006524
800006525
800006526
800006527
800006528
800006529
800006530
800006531
800006532
800006533
800006534
800006535

Kod vyrobku
na poptavku
na poptavku
800001829
800001830
800001831
800001832
800001833
800001834
800001835
800001836

Klestina Rozsah upinani (d)

ER11
ER11
ER11
ER11
ER11
ER11
ER11
ER11
ER11
ER11
ER11
ER11
ER11

Klestina

ER16
ER16
ER16
ER16
ER16
ER16
ER16
ER16
ER16
ER16

1,0-0,5
1,5-10
2,0-15
2,5-5,0
3,0-25
3,5-3,0
4,0-3,5
4,5-4,0
50-4,5
5,5-5,0
6,0-5,5
6,5-6,0
7,0-6,5

Rozsah upinani (d)
1-05
2-1,5
3-2
4-3

6-5
7-6
8-7
9-8
10-9

D

115
a5
115
115
115
115
115
a5
115
115
115
115
115

D

17
17
17
17
17
17
17
17
17
17

18
18
18
18
18
18
18
18
18
18
18
18
18

27,5
27,5
27,5
27,5
27,5
27,5
27,5
27,5
27,5
27,5

Kod vyrobku

na poptavku
na poptavku
800001837
800001838
800001839
800001840
800001841
800001842
800001843
800001844
800001845
800001846
800001847

na poptavku

Kod vyrobku

na poptavku
na poptavku
800001849
800001850
800001851
800001852
800001853
800001854
800001855
800001856
800001857
800001858
800001859
800001860
800001861
800001862
na poptavku
na poptavku
na poptavku

na poptavku

Klestina

ER20
ER20
ER20
ER20
ER20
ER20
ER20
ER20
ER20
ER20
ER20
ER20
ER20
ER20

Rozsah upinani (d)
1-05
2-15

322
4-3
5-4
6-5
7-6
8-7
9-8
10-9
11-10
12-11
13-12
14-13

Klestina Rozsah upinani (d)

ER25
ER25
ER25
ER25
ER25
ER25
ER25
ER25
ER25
ER25
ER25
ER25
ER25
ER25
ER25
ER25
ER25
ER25
ER25
ER25

1-0,5
2-15
3-2
4-3
5-4
6-5
7-6
8-7
9-8
10-9
11-10
12-11
13-12
14-13
15-14
16-15
17-16
18-17
19-18
20-19

D

26
26
26
26
26
26
26
26
26
26
26
26
26
26
26
26
26
26
26
26

D

21
21
21
21
21
21
21
21
21
21
21
21
21
21

34,0
34,0
34,0
34,0
34,0
34,0
34,0
34,0
34,0
34,0
34,0
34,0
34,0
34,0
34,0
34,0
34,0
34,0
34,0
34,0

Dalsi typy klestin ER na objednavku:

B Klestiny ER s hazenim do 5pm

u Klestiny ER utésnéné
B Klestiny ER utésnéné s kanaly (mimo ER11)
B Klestiny ER utésnéné celokovové (mimo ER11)

u Klestiny ER s vnitfnim ¢tyfhranem

O

u Klestiny ER s pro zavitniky s délkovym vyrovnanim (mimo ER11)
B Klestiny ER s pro vystruzniky plovouci (mimo ER11)

R

m Klestiny ER8 a ER50 jsou na poptavku!

ER32 a ER40 viz dalSi strana -->

SB[« =[] [~][~]

257



KLESTINY ER

Dalsi typy klestin ER na objednavku:

GECTE o« [ erao J

u Klestiny typu ER dle 1SO 15488

Sl - JUICITHNS

(DIN 6499) Koéd vyrobku  Klestina Rozsah upinani (d) D L Kéd vyrobku  Klestina Rozsah upinani (d) D L B Klestiny ER s hazenim do 5pm
na poptavku ER32 2-15 33 40,0 800001881 ER40 3-2 41 46,0
800001863 ER32 3-2 33 400 800001882 ER40 43 4 460
800001864 ER32 4-3 33 40,0 800001883 ER40 5.4 4 46,0
800001865 ER32 5-4 33 40,0 var PR
800001884 ER40 6-5 4 46,0 u Klestiny ER utésnéné
800001866 ER32 6-5 33 40,0 i denana 4
800001885 ERAO 7.6 " 16,0 [ ] Klest!ny ER utesnen? s kanaly ,
800001867 ER32 76 33 40.0 B Klestiny ER utésnéné celokovové
800001868 ER32 8.7 33 400 800001886 ER40 8-7 41 46,0
800001869 ER32 9-8 33 400 800001887 ER40 98 a4 460
800001870 ER32 10-9 33 40,0 800001888 ER40 10-9 41 46,0
800001871 ER32 11-10 33 40,0 800001889 ER40 11-10 41 46,0
800001872 ER32 12-11 33 400 300001890 ER40 12-11 460
i 800001873 ER32 13-12 33 40,0 800001891 ER40 13-12 i 46,0
\ 800001874 ER32 14-13 33 40,0
8° 30° 800001892 ER40 14-13 41 46,0
800001875 ER32 15-14 33 40,0
F=——-- 800001893 ER40 15-14 41 46,0
- 800001876 ER32 16-15 33 40,0
\
fe=——=—————= O 800001877 ER32 17-16 3 400 GIMQUEED | EU 16-15 e
- - 800001878 ER32 18-17 33 40,0 800001895 ER40 17-16 4 46,0 u Klestiny ER s pro zavitniky s délkovym vyrovnanim
P . , v .,
\ 800001879 ER32 19-18 33 40,0 800001896 ER40 18-17 il 46,0 u Klestiny ER s pro vystruzniky plovouci
L 800001880 ER32 20-19 33 40,0 800001897 ER40 19-18 41 46,0
napoptavku  ER32 21-20 33 400 800001898 ER40 20-19 a4 460 & O “
M ety | R 221 B | <Y 800001899 ER40 21-20 a4 460 3
800001900 ER40 2-21 41 46,0 . . .
m Klestiny ER8 a ER50 jsou na poptavku!
800001901 ER40 23-22 41 46,0
800001902 ER40 24-23 41 46,0
800001903 ER40 25-24 41 46,0
800001904 ER40 26-25 41 46,0
na poptavku ER40 27-26 41 46,0
na poptavku ER40 28-27 41 46,0
na poptavku ER40 29-28 41 46,0
na poptavku ER40 30-29 41 46,0
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KLESTINY ER

B Sady klestin typu ER (DIN 6499)

7600-KPL

7600-PL

u Sady klestin typu ER (DIN 6499)

AN . Kuzel upinace Klestina 7618 ER 7618 ER . . . o] A max
Kod vyrobku Velikost 7:24 DIN 6499 DIN 6499 Pocet klestin v sadé Rozsah upinani ey, CEle i)
800003707 30-16-8-80KPL 30 16-3,4,5,6,7,8,9,10 8 2-10 80
800003708 30/40-32-8-80PL 30, 40 32-6, 8,10, 12, 14, 16, 18, 20 8 5-20 80
800003709 30/40-32-8-80PL 30, 40 32-4,5,6, 8,10, 12, 16, 20 8 3-20 80
800003710 30/40-32-18-80KPL 30, 40 55 @ 70 & 8 10, 1, 13, W, 16, 15, 16, 3 18 2-20 80
18,19, 20
800003711 40-16-8-150S 40 16-3,4,5,6,7,8,9, 10 8 2-10 150
800003712 40-25-14-60KPL 40 25-3,4,5,6,7,8,9 10,11, 12, 13, 14, 15, 16 14 2-16 60
800003713 40-32-10-70PL 40 32-3,4, 6,8, 10, 12, 14, 16, 18, 20 10 2-20 70
Kod vyrobku Klestina Rozsah upinani  Pocet klestin v sadé 800003714 40-32-18-80-130KPL 40 32°3,4,5,6,7.8, 9’118011191’21021 13,14, 15,16, 17, 18 2-20 80-130
40-3,4,5,6,7,8,9, 10, 11, 12, 13, 14, 15, 16, 17, 18,
800001905 ER16 2-10 8 -40-24- e -
800003715 40-40-24-80KPL 40 19,20, 21, 22, 23, 24, 25, 26 24 2-26 80
800001906 ER20 2-13 11 800006825  50-32-8-70PL 50 32-4, 5,6, 8,10, 12,16, 20 8 3-20 70
800001907 ER2S 2-16 14 800003717 50-32-18-130KPL 50 AT 8550 M 1 5 6T 18 2-20 130
40-3,4,5,6,7,8,9 10,11, 12, 13, 14, 15, 16, 17, 18,
800001908 ER32 2-20 18 -40-24- e 5
800003718 50-40-24-130KPL 50 19,20, 21, 22, 23, 24, 25, 26 24 2-26 130
800001909 ER40 2-26 24 800003716 50-16-8-150S PL 50 16-3,4,5,6,7,8,9, 10 8 2-10 150

KPL - Sada klestin typu ER (DIN 6499) s prazdnym mistem pro doplnéni vybranym upinacem
PL - Mala sada klestin typu ER (DIN 6499) s prazdnym mistem pro doplnéni vybranym upinacem
S PL - Sada klestin typu ER (DIN 6499) s prazdnym mistem pro dopInéni vybranym dlouhym upinacem
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(g o B Do matice vlozte klestinu pod Ghlem. Zachytte drazku
UVPI':‘LAENSI,I_:J;ASJSOE‘:‘U klestiny o excentricky vystupek matice a vtlacte
klestinu do matice

B Vlozte klestinu s matici do klestinového upinace
B Do klestiny vlozte nastroj a dotahnéte klicem matici
B PFi vyjimani klestiny postupujte v obradceném poradi






